
THE MOST EFFICIENT DOCUMENT BINDER  
ON THE MARKET.

The Bindomatic® 7000 was the world’s first automated, 
desktop thermal binder when launched, and is still the 
undisputed champion of its class. The capacity remains 
unrivaled with up to 30 documents bound per minute. No 
other competitive finishing solution in the same market 
place even comes close. 

Thanks to its intuitive simplicity and ease of use, the 
Bindomatic® 7000 is the ideal binding solution for office/
corporate walk-up print stations, as well as volume de-
manding CRD or commercial print environments. It will 
always deliver a professional impression in the blink of an 
eye, without the need of trained operators. 

THERMAL BINDING

 Bindomatic® 7000

DOCUMENT SIZE 
A4 — portrait bound  
orientation

SYSTEM CAPACITY 

From 1 to 150 sheets of  
80 gsm paper. 

Load up to 30 documents per 
minute (depending on spine 
width)

DOCUMENT SPINE WIDTH 

from 1.5 to 15 mm

MACHINE DIMENSIONS 

L 483 x W 508 x H 381 mm

MACHINE WEIGHT 

27 kg

POWER SUPPLY 

230V, 50/60Hz

BINDOMATIC® 7000 DETAILS

 30 
DOCUMENTS

PER  
MINUTE

UP
TO

BINDING EFFICIENCY EXPERTS
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HOW IT WORKS

360°
VIEW

›A. FRONT AND LEFT SIDE

B.  BACK AND RIGHT SIDE

C. OVERHEAD

1.   Insert the set of 
papers to be bound in 
the automatic cover 
size selector. The 
display will show the 
correct cover spine 
width to use.

3.   Insert the ready-
to-bind document 
when the green LED 
indicator light is lit. 
Depending on spine 
width, as many 
as 30 documents 
per minute can be 
inserted.

4.  Wait for the machine to 
signal that the thermal 
binding process is com-
plete — approximately 
2 minutes. Remove the 
bound document(s) from 
the front tray. 

2.  Place document pages 
in a Bindomatic cover, 
with the correct spine 
size, and align.

Step-by-step, 
easy to follow 
instructions 
are on every 
Bindomatic 
7000.

Insert unbound documents (up to 150 
sheets) and covers into the 7000

The thermal binding 
belt fuses your document  
pages and covers together in 
seconds, then moves the finished 
documents to the cooling tray.

The cooling  tray expands 
to accommodate your 
documents as they emerge; 
bound and ready to use.

Once pages are placed in the automatic cover 
size selector, the machine will display the  
correct cover spine width to use.
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